Operating Instructions 


Scissor Jack 


WORKING 
LOAD LIMIT 
L1000kKG_ 


COMPLIES WITH THE AUSTRALIAN / NEW ZEALAND 
STANDARD AS/NZS 2693 


Part No: EG1OOOSC 


Extreme Garage is a registered trademark of 
Bapcor Retail Pty Ltd 327 Ferntree Gully Road 
Mount Waverley VIC 3149 
Made in China 


Carefully read instructions and procedures to ensure safe operation of this scissor jack 


SCISSOR JACK OPERATING INSTRUCTIONS 
SAFETY GUIDELINES AND WARNINGS 


This manual contains information that is important for you to know and understand. 
This information is designed for YOUR SAFETY and to PREVENT EQUIPMENT 
PROBLEMS. 

READ AND FOLLOW ALL INSTRUCTIONS 


This scissor jack has been designed for specific applications. DO NOT modify and/or 
use for any other application than for which it was designed. 


WARNING 

IMPROPER OPERATION OR MAINTENANCE OF THIS PRODUCT COULD RESULT IN 
SERIOUS INJURY AND/OR PROPERTY DAMAGE. READ AND UNDERSTAND ALL 
WARNINGS AND OPERATING INSTRUCTIONS BEFORE USING THIS EQUIPMENT. 


THIS JACK SHOULD BE USED ON LEVEL FIRM GROUND WHEREVER POSSIBLE. 
DO NOT GET UNDER A VEHICLE THAT IS SUPPORTED BY A JACK - USE SUPPORT 
STANDS 


* The scissor jack should be used on level firm ground wherever possible. 


* It is recommended that the wheels of the vehicle be chocked, and that no person 
should remain in a vehicle that is being jacked. 


e No person should place any portion of their body under a vehicle that is supported by 
a jack 


TO LIFT 


* Position the jack under the vehicle in the vehicle manufacturers recommended 
position ensuring the head cap will contact a solid part of the vehicle. 


* The unlifted wheels of the vehicle should be chocked and the load should be centrally 
located on the head cap. 


* Slowly turn the main screw clock wise to raise the jack 


« As the head cap approaches the vehicle make one final inspection to ensure the 
load will be centered on the head cap 
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e Attach the handle ring onto the jack and wind the handle clock wise to slowly raise 
the vehicle. 

e Lower vehicle onto vehicle support stands - do not keep a raised vehicle only 
supported by a jack. 


TO LOWER: 


e Raise the vehicle by repeating the raise procedure and remove vehicle stands. 

e Checking that nothing will foul lower the vehicle by slowly winding the handle 
counter-clockwise 

e Ensure the jack lowers smoothly and safely. Do not lower vehicles quickly as this could 
present a safety hazard. 


WARRANTY INFORMATION 


* Thank you for purchasing this Extreme Garage product. 
This warranty is provided by Bapcor Retail Pty Ltd of 327 Ferntree Gully Road, 
Mount Waverley VIC 3149. 


e Except for any defects caused by an accident, misuse, abuse, improper installation 
or operation, lack of reasonable care, or normal wear and tear, we warrant that this 
product will be free from defects in workmanship and materials for a period of 12 
months from the date of purchase. Defects that occur under normal use and care 
will be repaired, replaced, or refunded at our discretion. Your rights under this 
warranty are in addition to any other rights you have under the Australian 
Consumer Law or other applicable laws. 


* Our goods come with guarantees that cannot be excluded under the Australian 
Consumer Law. You are entitled to a replacement or refund for a major failure and 
for compensation for any other reasonably foreseeable loss or damage. You are 
entitled to have the goods repaired or replaced if the goods fail to be of acceptable 
quality and the failure does not amount to a major failure. 


¢ To claim under this warranty, you must send the product (with proof of purchase) at 
your cost to the place of purchase where the claim will be assessed. If your 
warranty claim is accepted, we will, at our discretion, repair or replace the product, 
or refund you the purchase price and retain the product. 
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MAINTENANCE 


* It is recommended that the moving parts of the jack be lubricated with a light 
machine oil at least every 12 months. 


* Ensure the jack is lowered fully before it is stored to reduce risk of the screw thread 
rusting. 


* Ensure alll joints are well lubricated and free to move during each use. 
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